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POLE SHAFT WALL
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TYPE QTY.

PPB

P8

NOTE: HOLE FOR POLE SHAFT SHALL
EQUAL TO THE POLE BASE
DIAMETER + 1/18 "

EE

MATK mEN e | B | 1
A HEIGHT 4+ 8" 8" o" 10 0"
B POLE BASE DIA 2 1/2 " . .

c PLATE THICKNESS 1/2 * V- 1/8 "
D PLATE WiDTH 5" 9" o

E HOLE DIA 5/8 " 1” I

¥ BOLT CIRCLE 4172 (B 1L/2" |6 172"
G | ANCHOR BOLT *+ 1/2%12%2 | 3/4*30%4 | 3/4*30%4
H | LEVELING NUT & WASHER NONE 3/4 8/4 "

I HAND HOLE SIZE NONE | 8 1/2%3 |3 1/2%4
K SLIPFITTER DIA. (LD.) NONE 4 4

L | CAP DiA 2 1/2 NONE NONE

* TAPERED DODECAGONAL SHAFT, 4™ 0.D, AT
SLIP FITTER WELD - (TAPER = .14"/FT)

** WITH 6" END THREAD, EACH BOLT
FURNISHED WITH 2 HEX NTS AND
2 FLAT WASHERS

MATERIAL CHART

TYPE FPB STANDARD

SHAFT & CAP - 2 1/2 * DIA GALV. STD. STEEL PIPE, ASTM A53, GR. B
BASE PLATE - GALV. STEEL PLATE, ASTM A5%2 GR 50
ANCHOR BOLTS, LOCK WASHERS, NUTS - GALV STEEL, ASTM A307

TYPE PS5 & TYPE 1 STANDARDS

SLIPFITTER - 4" DIA GALV. STD. STEEL PIPE, ASTM 453, GR. B
SHAFT - .186" STEEL, ASTM ASY2 GR 50

DASE PLATE — GALV STEEL PLATE, ASTM A572 GR 50

HAND HOLE ~ GALV. STEEL, S.S. FASTENERS

ANCHOR BOLTS — ASTM A307, GALV, STEEL

NUTS, WASHERS - GALY. STEEL

NOTE:

SUPPORT SHALL COMPLY WITH AASHTO “STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY
SIGNS, LUMINAIRES AND TRAFFIC SIGNALS®, 4TH ED. 2001,
WITH 90 MPH WIND.
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